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. B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR. |
/] %\IBEM DESCRIPTIDN UNITS QUANTITY @
j 8008 3 INCH SCH. 80 RIGID PVC CONDUIT — TRENCHED LF 40
} GENERAL NOTES - fiLd 801 1 5 INCH SCH. 80 RIGID PVC CONDUIT — SLOTTED LF 165
5 1. VIDEQ CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH Son0 LanERar T en s AN MER A kD DETECTION " c
| THE SHA ENGINEER. | CAMERA TO CONTROLLER | \
| 2. THE CONTRACTOR SHALL CONTACT SHA TO SCHEDULE RETROFITTING OF 8oz - gONIROL _EASLE, 200 FOCT VIDEQ DETECTION =h 3
f THE CONTROLLER EQUIPMENT IN ORDER TO OPERATE VIDEQ DETECTION . e ok o |
VIDEO CAMERA LEGEND EQUIPMENT. _ | Q NARIBEHR o Lg) RRULDE REVERIN Mo, 4 | o

37/

¥
A 4

= T VIDED LASLE 3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL o
LI VIDEQ DETECTION CAMERA CABLES TO THE APPROPRIATE TERMINALS 1O
s AND PROPERLY LABEL EACH CABLE SO THAT SHA FORCES CAN MAKE THE LT 258751

FINAL CONNECTIONS.

THE INSTALLATION OF PROPOSED VIDEO DETECTION EQUIPMENT SHALL
NECESSITATE THE REMOVAL OF EXISTING CABLES ASSOCIATED WITH
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g  THE PRESENCE LOOP DETECTORS BEING REPLACED BY VIDEQ DETECTION. ey
=S ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME SABEA,WANG & ASSOCIATES, INC. : 3
51 THE PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE 1o04 JoH AVENUE , , . . s B ‘
i SIGNAL MODIFICATIONS. BALTIMORE, MD 21227
~1 e (410) 737-6564
T ALL UNUSED SIGNAL CABLES SHALL BE REMOVED AND DISPOSED. WWW.SABRA-WANG.COM _ :
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